——— CEILING DIFFUSERS
~~AIRGUIDE

FLUSH MOUNTED VARIABLE PATTERN CEILING DIFFUSERS

LIFETIME AIR DISTRIBUTION ADVANTAGE MODELS: AVPFM, AVPFMOB
SUSTAINABLE EXTRUDED ALUMINUM
Dimensions are in inches (mm)
MODEL:

NOM. + 5-3/4”

t—— NOM. +5-3/4” —p=

_>|<— NOM. -1/4” —»I Vinyl
L ok
i )

1/4»f |<— NOM. + 5-3/4” —>|

NOM. + 3” = Hole Opening

} \VAVAVAY,

3-3/8”

V o 277 A SSXs

AVP-FM

O AVPFM

Flush mounted ceiling diffuser

O AVPFMOB

Flush mounted ceiling diffuser with opposed

blade damper
OPTIONS:
DESCRIPTION: i, B
1. Construction: Frame and blades are 6063 extruded aluminum alloy [ ANOD  Clesi Anodizsd
with 200-R1 satin anodized finish.
i o . ] ) O WHITE
2. The core of this model is fully removable for easy installation and is O M8 .
mounted to the frame with a snap-in/snap-out concealed spring i
system in listed sizes of 6", 9", 12", 15" and 18". OB Black
3. Larger sizes are attached to the frame with sheet metal screws using O Custom
holes that are dimpled allowing for a counter-sunk fastener head 2. Frame style
SRR O Beveled Frame
4. Square and rectangular patterns are available. 3. Other
The damper frame is separated from the blades with nylon bushings. O AVP-EM.-OB-EG
This method of assembly eliminates corrosion and vibration. O
Lo g : 3 : AVP-FM-OB-SR
6. Standard finish is Anodized. Other finishes are available.
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AirGuide Manufacturing, LLC. reserves the right to change any information concerning product or pricing without notice.




