~<~AIRGUIDE

LIFETIME AIR DISTRIBUTION ADVANTAGE

AIR SLOT DIFFUSERS
WIRE SUSPENSION MOUNT

MODELS: ASD TYPE VI

SUSTAINABLE EXTRUDED ALUMINUM

Dimensions are in inches (mm)
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Number of Slots 1 2 3 4 5
“D” Dimension 1/2"-3/4" 1-7/8 3-3/8 4-7/8 6-3/8 7-7/8
“D"” Dimension 1" 2-1/8 3-7/8 5-5/8 7-3/8 9-1/8
Number of Slots 6 7 8 9 10
“D” Dimension 1/2"-3/4" 9-3/8 10-7/8 12-3/8 13-7/8 15-3/8
“D"” Dimension 1" 10-7/8 12-5/8 14-3/8 16-1;8; . 17-7/8

dimension.

The suffix “-wide” will add 1/8” to the flange width and 1/4” to the overall

DESCRIPTION:

1. Type VI is for wire suspension mount.
5

to 1-1/8".

2. For 1/2" slot, center T extrusion changes to 1"-outer flange changes

PROJECT:

MODEL:

ASD TYPE VI
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O ASD TYPE VI

Wire suspension mount

OPTIONS:

1. Finish
ANOD Clear Anodized
WHITE

O

Medium Bronze

Black
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O cCustom

2. Options

O 1/2"slot; 3/4" slot; 1" slot

ENGINEER:

DATE SERIES DRAWING NO.

CONTRACTOR:

AirGuide Manufacturing, LLC. reserves the right to change any information concerning product or pricing without notice.



